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HiTECHnologies Industrial Automation B.V. 
Industrieweg 30a-d,  Postbus 242, 
3400 AE  IJsselstein, Netherlands 
tel.  +3130 687 5335          
fax  +3130 687 5333 
 
�   E-mail: info@hitechnologies.nl     

�     http://www.hitechnologies.nl 

Product Number : 
InfraLOGIC 100 

Remote Access & 
Control with 
GSM / GPRS, 

MOBITEX or Satellite 

 

 
General Description: 
 
The InfraLOGIC 100 is a general purpose IO module 
for Remote Access & Control of process or machine 
data with an INTERNAL modem. 
 
The InfraLOGIC 100 module is available as Din Rail 
module with general purpose I/O for: 8 Digital inputs, 
8 Digital outputs, 2 Analog inputs for Voltage, 
Temperature sensors or 4-20 mA current loop 
sensors, and one analog output.   
The InfraLOGIC 100 has an embedded BASIC 
interpreter for easy programming. 
Direct command set for control over all I/O from 
remote or local console port. 
 
The module is available in three versions: 
 
The InfraLOGIC 100 GSM / GPRS. When set to 
GSM, this version has the facility to send a SMS, the 
user can dial-in and operate the module through the 
remote link like a console port. 
GPRS use gives a TCP/IP connectivity done over a 
PPP connection for email or real-time UDP link. 
 
The InfraLOGIC 100 MOBITEX version has a real 
time connection with a server done over a MOBITEX 
network using an INTERNAL MOBITEX modem and 
an external antenna.  
 
The InfraLOGIC 100 SATELLITE version can be 
used world wide using the ORBCOMM satellites. 
 
 
 
 
 
 
 
 
Contents of “ Starter KIT”  
�  1 InfraLOGIC 100 GSM module, 
�  1 GIZMO board for easy start 
�  Sample programs 
�  Connectors 
�  User manual 
�  RS232 cable 
�  Din-rail 24V transformer 
 

 
Picture: 
 
Standard M36 Din-rail form factor 
 

 
 
 
 

�  Easy Programming with 
BASIC interpreter! 

 
�  Digital and Analogue I/O 
 
�  Diagnostic features 
 

 
I/O GIZMO Board 

 

 

Manufacturer HiTECHnologies 
Product Datasheet PDF 
Usage Telemetry / Alarm sys. 

M2M application 
Standard Regulations CE 
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Scope 

·  Protocols 

MOBITEX version: Propriety                                          GPRS: UPD/IP + SMTP + PPP  

GSM: SMS functions available                                       

SATELLITE version: Propriety 

·   I/O specification  

8  Inputs  Voltage free or 24Vdc (jumper selectable: group of 4) 
    4 Inputs for counter function, 4 inputs for event driven functions, all inputs have status variable 
8  Outputs 24Vdc  0,25 A per port (total no more than 2 Amp) 
2  analog input 0-10Vdc, or PT1000 for temperature measurement, or 4-20mA  selectable by 

software 
1  0-10 Vdc analog output  
1  I2C interface for options like data logger 
1  RS232e console port 

 
Communication specification 
�  Internal GSM/GPRS modem  Dual band,  Optional Tri band 
    
SOFTWARE: 
�  Free programmable with internal BASIC interpreter 
 
Basic stantements 
·  PRINT  sends output to the console port, max 80 char. 
·  IF ... THEN … ELSE conditional instruction 
·  AND      OR  conditional instruction used in combination with IF…THEN 
·  GOTO  jump instruction 
·  FOR … TO … NEXT loop instruction 
·  GOSUB … RETURN jump to sub-routine, returns in next line 
·  SEND sends output to the remote receiver, max. 59 char.(GPRS or MOBITEX) 
·  SMS x, sends output as SMS, max 80 char  (GSM mode only) 
·  LOG       send output to data logger 
·  REM used to enter remarks 
 
In the command line mode the user can do the following: 
·  LOAD a basic program into the module, max. 2048 char. Program text. 
·  L IST  the internal basic program. 
·  RUN the internal basic program starting at the first line, switch to “Execution mode” . 
·  STOP the internal basic program, switch to “Command line mode” . 
·  CONT continue execution at the position the program was stopped. 
·  HELP shows initial instructions. 
·  STEP step 1 line used for debugging. 
·  RESET  start from first line. 
·  <enter> repeat last command. 
·  STATUS shows general settings and status. 
·  I /O commands to read and write I/O 
·  SET commands to set configuration parameters like: message on events, Tel nr. Host nr. etc… 
·  Verbose commands to follow network massages for diagnostics 
·  OFF (turns modem OFF). 
·  ON (turns modem ON).  
 
Additional: full set of Diagnostic, Configuration, Timers and I/O commands 
 
Physical Dimensions 
�  M36 module               W = 105mm,   H = 57mm,     D = 90mm 
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Electrical Connections 
·  Power requirements 

External power supply  24Vac/dc,    6 VA. 
·  Antenne  

Internal on GSM / GPRS, Coax connector for external on MOBITEX 
·  All Digital Input / Output: Weidmuller 3,81mm pitch connector. 
·  All Analog Input / Output: Weidmuller 3,81mm pitch connector. 
·  I2C connection, RJ12 
·  RS232,     9 pin Din connector for RS232 console  
 
LED Indicators 
�  Power ON 
�  Link on 
�  Run 
Accessories 
�  Antenna + cables + GIZMO 
�  PC softare for data logger for free 
�  PC software for GPRS link diagnostics for free 
Related Products 
�  InfraLOGIC 10, InfraLOGIC 200, InfraSERVER product line 
Support and Training 
Training available through our training center, ask for details. 
 

 
 
 
Available from the following Infranet Partners: 
 
CH IBT Kasernenstrasse 5, 3600 Thun  � +41 33 223 00 80 � +41 33 223 00 84 
D TLON Karl Kurz Straße 36, 74523 Schwäbisch Hall � +49 791 93050 0  � +49 791 93050 50 
DK     LK NETLON Vesterbro 18 DK-9000 Aalborg � +45 96 32 31 80  � +45 96 32 31 88 
F CIAC 15, RUE RENE COCHE , 92170  VANVES� �  � +33 1 46 48 70 00 � +33 1 46 48 45 00 
FIN Fatman Oy P.O. Box 26, 01621 Vantaa  � +358 9 725 49 50 � +358 9 725 49 555 
GB Calon Associates P.O. Box 148, Runcorn WA7 1FW  � +44 870 747 3150 � +44 870 747 3120 
PL ZDANiA Sp.zo.o.  vl. J.Lea 116 lok 67, 30-133  Krakow   � +48 12 6380567 � +48 12 6380577 
NL HiTECHnologies Postbus 242, 3400 AE IJsselstein  � +31 30 687 5335  � +31 30 687 5333 
E ELVA Frederic Soler 109, 08224 Terrassa  � +34 93 736 80 81 � +34 93 736 81 66 
 

  For more information on other products look at: www.infranet-partners.com 
 


